64 mm CONDUIT EXPOSURE
108 mm

51mm MAX—

FINISHED GRADE o [ Y FINISHED GRADE
D.O.T. CLASS "A" CONCRETE | 25 mm THREADED RQD,
(N.Y.S. SPEC.) G /[ EXTEND AS REQUIRED
] B (4 EA)
CONDUIT COUPLING,
SIZE AS NEEDED 25 ROD COUPLING (4 ea.)
mm ea.
GROUND ROD CONNECTOR - (INDUSTRY STANDARD)
] —
— <~ EXISTING CONCRETE BASE
\\
E 16 mm GROUND ROD
NOTES:

1) EXTEND ANCHOR RODS, CONDUIT AND GROUND RQD.
2) FORM AND POUR POLE BASE CAF.
3) RE—INSTALL TRANSFORMER BASE AND POLE.

4) CONDUCTORS MAY NEED TO BE REPLACED IF THERE
IS NOT ENOUGH SLACK TQO MAINTAIN 152 mm OF EXPOSED
CABLE.

5) SCARIFY AND/QR REMOVE EXISTING TOP SURFACE OF

FOLE BASE TO SUFFICIENT DEPTH TO ACCOMMODATE
THE NEW TOP POUR. PLACE SLURRY BOND COAT ON

SURFACE PRIOR TO TOF PQUR.

LIGHT POLE BASE EXTENSION DUAL CONDUIT
NOT TO SCALE
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